
EXPLORING 
OPEN WORLD 
WITH REAL 
ARTIFICIAL 
INTELLIGENCE
PRECISE. SMARTER. FASTER.

sales@hh.com.hk  |  www.hh.com.hk

H&H Asia Group Ltd.
SINCE 1993



H
&

H
 A

sia G
ro

u
p

 Ltd
. | w

w
w

.h
h
.co

m
.h

k

H&H Asia Group Ltd.

H&H Asia Group Ltd. is specialized in thermoplastic technology for sew free adhesive and 

waterproofing applying on the industries of clothing, bags, shoes, medicals, gloves, ... that 

include waterproof seam sealing, sew free pocket adhesive, zipper bonding, front zip 

sealing, fabric joining, line bonding, overlay taping, and also adhesive backing for woven 

label and embroidery...

EXPLORING OPEN WORLD 
WITH REAL ARTIFICIAL 
INTELLIGENCE

01

Mexico

Canada

USA

Belgium

Turkey

India

Sri Lanka

Bangladesh

Myanmar

Thailand

Cambodia
Vietnam

Indonesia

China

SINCE 1993

Korea



• Stretch Fabric Ready

• Narrow Tape Ready

• Good for 3-layer Taping

• 30% Faster

• 5% Tape Saving

• Software Upgradable

• Hardware Upgradable

• 

• 

• 

• 

• 

• 

• 

3D Electronic Nozzle Positioning System

Differential Speed Top/Bottom Roller

Variable Speed Seam Sealing

Digital Tensioning Device

Multi-Language Support

Data Memory Bank

Ergonomic

HOT AIR SEALING MACHINE 

AI-001

0302
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INCREDIBLE  SOLUTION  

HIGHLIGHTING FEATURES

Power Supply AC 220V 50/60Hz single phase

Power Consumption 3600W max

1500W typical

Compressed Air 0.4 - 0.6 Mpa

Sealing Speed 1 - 60 ft/min
 O  ONozzle Temperature 50 C - 800 C

Nozzle Unit 22mm, other optional

Upper Roller Width 25.4mm

Lower Roller Width 31mm

Overall Dimensions 1200mm(L) x 750mm(W) x 1800mm(H)

Overall Weight 150kg

SPECIFICATIONS

SINCE 1993



HOT AIR SEALING MACHINE 

AI-008

0504
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• Stretch Fabric Ready

• Multi-Unit Display

• All-in-one Construction

• Software Upgradable

• 

• 

• 

• 

Differential Speed Top/Bottom Roller

Color Touch Screen Interface

Digital Pressure Gauge

Affordable Price

INCREDIBLE  SOLUTION  

HIGHLIGHTING FEATURES

Power Supply AC 220V 50/60Hz single phase

Power Consumption 3600W max

1500W typical

Compressed Air 0.4 - 0.6 Mpa

Sealing Speed 1 - 80 ft/min
O ONozzle Temperature 50 C - 750 C

Nozzle Unit 22mm, other optional

Upper Roller Width 25.4mm

Lower Roller Width 31mm

Overall Dimensions 1200mm(L) x 750mm(W) x 1700mm(H)

Overall Weight 130kg

SPECIFICATIONS

HOT AIR SEALING MACHINE 

AI-007

•

•

•

•

•

 Differential Speed Top/Bottom Roller

 Color Touch Screen Interface

 Digital Tensioning Device

 Duplex Nozzle Action

 Ergonomic

INCREDIBLE  SOLUTION  

• Stretch Fabric Ready

• Narrow Tape Ready

• Good for 3-layer Taping

• 20% Faster

• Software Upgradable

HIGHLIGHTING FEATURES

Power Supply AC 220V 50/60Hz single phase

Power Consumption 3600W max

1500W typical

Compressed Air 0.4 - 0.6 Mpa

Sealing Speed 1 - 60 ft/min
O ONozzle Temperature 50 C - 800 C

Nozzle Unit 22mm, other optional

Upper Roller Width 25.4mm

Lower Roller Width 31mm

Overall Dimensions 1200mm(L) x 700mm(W) x 1800mm(H)

Overall Weight 120kg

SPECIFICATIONS

SINCE 1993



AI series 

Model Code

001 

007 

008

Lower Roller Configuration

A Standard Offset Pedestal 

B Side Arm 

C Glove Attachment 

D Long Arm 

E Quick Arm 

F Mini Long Arm 

G Shoe Arm 

H Off-the-arm Attachment 

I Standard In Line Pedestal

Tape Width Option

N Normal (25mm) 

W Wide Width Tape (30mm)

Stand Option

N Normal 

A Adjustable Stand

Body Option

N Normal 

B Side Arm Compatible

AI-001 spec A - W A B

0706
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Selection 
Guide

AI-001 AI-007 AI-008

spec A spec B spec C

spec D

Standard Offset Pedestal Side Arm Glove Attachment

Long Arm

spec E spec F

spec G spec H

Quick Arm Mini Long Arm

Shoe Arm Off-the-arm Attachment 

spec I

Standard In Line Pedestal

SINCE 1993

Hot Air Sealing Machine
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AI Series - Selection Guide Chart

Classified Item AI-001 AI-007 AI-008

Features Power Save Mode • • •

Features Heat Press Mode • • •

Features Start/stop Seal Skip Prevention • • •

Features Auto Micro Reverse • • •

Features Individual Program for Start/ Middle/ End • •

Features Error Message • • •

Features Working Lamp • •

Features Real Time Variable Speed Sealing •

Features Production Statistics •

Features Real Time Clock •

Features Roller Cooler •

Features Temporary Stop Pressure Release •

Features Fix Length Mode •

Features Production Statistics •

Features Digital Pressure Indication •

Control Multi-function Foot Switch • •

Control Control Pedal Number 2 2 3

Control Password Protection • • •

Control Touch Panel Control • • •

Control No. of Memory 30

Control No. of Parameter 35 14 15

Control Parameter Lock • • •

Control No. of Controller 2 1 1

oControl Temperature Deviation ( C) 1 1 3

Control Emulation Mode •

Nozzle Movement Type Digital Motor Pneumatic Pneumatic

Nozzle Position Adjustment Type Digital Motor Mechanical Mechanical

Nozzle Movement Dimensions 3 Axis 2 Axis 1 Axis

Nozzle Angle Adjustment • • •

Nozzle Digital In/Out Timing Adjustment •

Nozzle Oscillation Mode •

Nozzle Parking Position • •

Nozzle Hovering Position •

Nozzle Soft Landing Movement •

Nozzle Calibration Mode •

Classified Item AI-001 AI-007 AI-008

Cutter Hand Cut Mode • • •

Cutter Foot Cut Mode • • •

Cutter Precision Digital Tape Feeder • • •

Tensioner Type Digital Digital Digital

Tensioner Tape End Alarm • • •

Tensioner Tape Metering Function •

Transmission Transmission Type Timing Belt Timing Belt Timing Belt

Transmission No. of Motor 7 3 3

Transmission Speed Control Digital Digital Digital

Transmission Tolerance < 1% < 1% < 1%

Transmission Changeable Bottom Roller Diameter •

Transmission Differential Speed Top/bottom Motor • • •

Transmission Manual Reverse Rotation • • •

Construction Slant Body • • •

Construction Body Type Aluminum Sheet Metal Sheet Metal

Lower Roller Configuration Spec A - Standard Offset Pedestal • • •

Lower Roller Configuration Spec B - Side Arm •

Lower Roller Configuration Spec C - Glove Attachment •

Lower Roller Configuration Spec D - Long Arm • •

Lower Roller Configuration Spec E - Quick Arm •

Lower Roller Configuration Spec F - Mini Long Arm •

Lower Roller Configuration Spec G - Shoe Arm •

Lower Roller Configuration Spec H - Off-the-arm Attachment •

Lower Roller Configuration Spec I - Standard In Line Pedestal •

Option Wide Width Tape (30mm) • •

Option Adjustable Stand •

Option Side Arm Compatible •

Option Seam Allowance Guide • •

Option Narrow Tape Guide • •

SINCE 1993
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•

•

•

•

•

•

•

 Start/Stop Pressure Releasing Mechanism

 Differential Speed Top/Bottom Roller

 Color Touch Screen Interface

 Digital Tensioning Device

 Adjustable Cutter Speed

 Convertible Platform

 Ergonomic

INCREDIBLE  SOLUTION  

• Workable on 2D and 3D construction

• Both Straight and Curve Seam

• Perfect for Knit and Lycra

• Precise Trimming

• 100% Faster 

• Software Upgradable

HIGHLIGHTING FEATURES

Power Supply AC 220V 50/60Hz single phase

Power Consumption 3600W max

1500W typical

Compressed Air > 0.4 Mpa

Sealing Speed 1 - 30 ft/min
 O  ONozzle Temperature 50 C - 800 C

Nozzle Unit 12mm, other optional

Upper Roller Width 15mm

Lower Roller Width 15mm

Overall Dimensions 1200mm(L) x 700mm(W) x 1800mm(H)

Overall Weight 140kg

SPECIFICATIONS

SEWFREE TAPE LAYDOWN + TRIMMER

SF-013
• Stretch Fabric Ready

• Precise Trimming

• Anti-fray Cut Edge

• Perfect for Knit and Lycra

• Both Straight and Curve Seam

• Software Upgradable

• 

• 

• 

• 

• 

• 

• 

• 

User Friendly Sewing Machine Platform

Ultrasonic System Status Indication

Innovative Auto Cutter Calibration

Extremely Narrow Allowance

Fabric Thickness Selection

40 kHz Quiet Operation

Pattern Cutting Mode

Power Monitoring

SEWFREE ULTRASONIC MULTI-PURPOSE WELDER

US-501
INCREDIBLE  SOLUTION  

HIGHLIGHTING FEATURES

Power Supply AC 220V 50/60Hz single phase

Power Consumption 700W

Ultrasonic Frequency 40 kHz

Horn Width 3mm

Welding Speed 1 - 10 ft/min

Overall Dimensions 1100mm(L) x 500mm(W) x 1200mm(H)

Overall Weight 120kg

SPECIFICATIONS

SINCE 1993



technology
perfection

productivity 

quality

ontime delivery

AUTOMATIC CUFF PRESS MACHINE

CS-651

13

H
&

H
 A

sia G
ro

u
p

 Ltd
. | w

w
w

.h
h
.co

m
.h

k

•

•

•

•

•

 Single or Double Cuff Mode

 Avoid Overheating and Skipping

 Separate Left and Right Temperature Control

 Digitally Controlled Rotating Action

 Color Touch Screen Interface

INCREDIBLE  SOLUTION  

• PLC controlled

• Consistent Temperature

• Uniform Pressure

• Software Upgradable

• 300% Increase in Productivity

• For all Kind of Hemming

HIGHLIGHTING FEATURES

Power Supply AC 220V 50/60Hz single phase

Power Consumption 1500W 

Compressed Air > 0.4 Mpa
OHeat Temperature Range Room Temperature - 260 C

Press Duration 1 - 999 Seconds

Heat Press Size 80 x φ66 mm

Lower Platform Size 75 x φ66 mm

Overall Dimensions 650mm(L) x 380mm(W) x 1120mm(H)

Overall Weight 68kg

SPECIFICATIONS

SINCE 1993
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•

•

•

•

•

•

•

•

 Both Hands Push Button Activation for Added Safety

 Flexible Changeable Lower Platform

 Press Travel Limiting Device

 Optional Lighting System

 Foot Pedal Activation

 Vertical Press Motion

 Preset Heating Time

 Safety Lever

INCREDIBLE  SOLUTION  

• Consistent Temperature

• Uniform Pressure

• Simple to Use

• Good for All Fabric

• Extremely Affordable

HIGHLIGHTING FEATURES

Power Supply AC 220V 50/60Hz single phase

Power Consumption 1000W 

Compressed Air > 0.4 Mpa
OHeat Temperature Range Room Temperature - 260 C

Press Duration 1 - 999 Seconds

Heat Press Size 206 x 174 mm

Lower Platform Size 200 x 150 mm, 150 x 50 mm, Φ68 mm

Overall Dimensions 520mm(L) x 380mm(W) x 1050mm(H)

Overall Weight 45kg

SPECIFICATIONS

• PLC controlled

• Consistent Temperature

• Uniform Pressure

• Simple to Use

• 

• 

• 

• 

• 

• 

• 

• 

Both Hands Push Button Activation for Added Safety

Flexible Changeable Lower Platform

Foot Pedal or Handle Bar Activation

Top Plate Swing Out Design

Press Travel Limiting Device

Vertical Press Motion

Key Locking Function

Dual Counters

INCREDIBLE  SOLUTION  

HIGHLIGHTING FEATURES

Power Supply AC 220V 50/60Hz single phase

Power Consumption 1000W 

Compressed Air > 0.4 Mpa
OHeat Temperature Range Room Temperature - 260 C

Press Duration 1 - 999 Seconds

Heat Press Size 206 x 174 mm

Lower Platform Size 200 x 150 mm, 150 x 50 mm, Φ68 mm

Overall Dimensions 560mm(L) x 450mm(W) x 910mm(H)

Overall Weight 50kg

SPECIFICATIONS

PNEUMATIC FLAT PRESS MACHINE

CS-652
PNEUMATIC FLAT PRESS MACHINE

CS-653
SINCE 1993
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•

•

•

•

•

•

•

 Both Hands Push Button Activation for Added Safety

 Press Travel Limiting Device

 Optional Lighting System

 Foot Pedal Activation

 Vertical Press Motion

 Preset Heating Time

 Safety Lever

INCREDIBLE  SOLUTION  

• Consistent Temperature

• Uniform Pressure

• Simple to Use

• Good for All Fabric

• Extremely Affordable

HIGHLIGHTING FEATURES

Power Supply AC 220V 50/60Hz single phase

Power Consumption 1200W

Compressed Air > 0.4 Mpa
OHeat Temperature Range Room Temperature - 260 C

Press Duration 1 - 999 Seconds

Heat Press Size 320 x 320 mm

Lower Platform Size 300 x 300 mm

Overall Dimensions 460mm(L) x 700mm(W) x 1120mm(H)

Overall Weight 74kg

SPECIFICATIONS

PNEUMATIC FLAT PRESS MACHINE

CS-654

•

•

•

•

•

•

•

•

 Both Hands Push Button Activation for Added Safety

 Digital Pressure and Temperature Interlock

 Selectable Foot Pedal Activation

 Key Locking Supervisor Mode

 Press Travel Limiting Device

 Self Leveling Platform

 Dual Counters

 Trend Display

INCREDIBLE  SOLUTION  

• Color Touch Screen Control Panel

• PLC controlled

• Consistent Temperature

• On Screen Pressure Reading

HIGHLIGHTING FEATURES

Power Supply AC 220V 50/60Hz single phase

Power Consumption 1500W 

Compressed Air > 0.4 Mpa
OHeat Temperature Range Room Temperature - 260 C

Press Duration 1 - 999 Seconds

Heat Press Size 305 x 305 mm

Lower Platform Size 300 x 300 mm

Overall Dimensions 660mm(L) x 510mm(W) x 1120mm(H)

Overall Weight 90kg

SPECIFICATIONS

PNEUMATIC FLAT PRESS MACHINE

CS-655
SINCE 1993
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•

•

•

•

•

•

•

•

 Both Hands Push Button Activation for Added Safety

 Digital Pressure and Temperature Interlock

 Selectable Foot Pedal Activation

 Key Locking Supervisor Mode

 Press Travel Limiting Device

 Self Leveling Platform

 Dual Counters

 Trend Display

INCREDIBLE  SOLUTION  

• Color Touch Screen Control Panel

• PLC controlled

• 3 Zones Temperature Control

o• Even Temperature, Typical 1 C Tolerance Across Bed

• On Screen Pressure Reading

HIGHLIGHTING FEATURES

Power Supply AC 220V 50/60Hz single phase

Power Consumption 3600W

Compressed Air > 0.4 Mpa
OHeat Temperature Range Room Temperature - 260 C

Press Duration 1 - 999 Seconds

Heat Press Size 780 x 380 mm

Lower Platform Size 780 x 380 mm

Overall Dimensions 870mm(L) x 850mm(W) x 1600mm(H)

Overall Weight 240kg

SPECIFICATIONS

PNEUMATIC FLAT PRESS MACHINE

CS-656

•

•

•

•

•

•

•

•

 Both Hands Push Button Activation for Added Safety

 Digital Pressure and Temperature Interlock

 Vacuum Platform for Precise Positioning

 Selectable Foot Pedal Activation

 Key Locking Supervisor Mode

 Press Travel Limiting Device

 Offset Lower Platform

 Dual Counters

INCREDIBLE  SOLUTION  

• Color Touch Screen Control Panel

• PLC controlled

• 3 Zones Temperature Control

o• Even Temperature, Typical 1 C Tolerance Across Bed

• On Screen Pressure Reading

• Vacuum Suction Lower Platform

HIGHLIGHTING FEATURES

Power Supply AC 220V 50/60Hz single phase

Power Consumption 2910W 

Compressed Air > 0.4 Mpa
 OHeat Temperature Range Room Temperature - 260 C

Press Duration 1 - 999 Seconds

Heat Press Size 900 x 120 mm

Lower Platform Size 900 x 70 mm

Overall Dimensions 970mm(L) x 660mm(W) x 2050mm(H)

Overall Weight 205kg

SPECIFICATIONS

PNEUMATIC FLAT PRESS MACHINE

CS-659
SINCE 1993

vacuum version shownvacuum version shown
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•

•

•

•

•

•

•

•

 Both Hands Push Button Activation for Added Safety

 Digital Pressure and Temperature Interlock

 Vacuum Platform for Precise Positioning

 Selectable Foot Pedal Activation

 Key Locking Supervisor Mode

 Press Travel Limiting Device

 Offset Lower Platform

 Dual Counters

INCREDIBLE  SOLUTION  

• Color Touch Screen Control Panel

• PLC controlled

• 3 Zones Temperature Control

 o• Even Temperature, Typical 1 C Tolerance Across Bed

• On Screen Pressure Reading

• Vacuum Suction Lower Platform

• Double Lower Mold for Left and Right Sleeves Operation

HIGHLIGHTING FEATURES

Power Supply AC 220V 50/60Hz single phase

Power Consumption 3750W 

Compressed Air > 0.4 Mpa
OHeat Temperature Range Room Temperature - 260 C

Press Duration 1 - 999 Seconds

Heat Press Size 900 x 230 mm

Lower Platform Size 900 x 70 mm (double)

Overall Dimensions 870mm(L) x 850mm(W) x 2150mm(H)

Overall Weight 280kg

SPECIFICATIONS

PNEUMATIC FLAT PRESS MACHINE

CS-660

•

•

•

•

•

•

•

•

 Both Hands Push Button Activation for Added Safety

 Digital Pressure and Temperature Interlock

 Unique Motorized Heat/Cool Change Over

 Selectable Foot Pedal Activation

 Key Locking Supervisor Mode

 Press Travel Limiting Device

 Dual Counters

 Trend Display

INCREDIBLE  SOLUTION  

• Color Touch Screen Control Panel

• Software Upgradable

• Good for All Fabric

• PLC controlled

HIGHLIGHTING FEATURES

Power Supply AC 220V 50/60Hz single phase

Power Consumption 1100W 

Compressed Air > 0.4 Mpa
 OHeat Temperature Range Room Temperature - 260 C

Press Duration 1 - 999 Seconds

Heat Press Size 340 x 100 mm

Cool Press Size 340 x 100 mm

Lower Platform Size 203 x 152 mm

Overall Dimensions 510mm(L) x 690mm(W) x 1400mm(H)

Overall Weight 110 kg

SPECIFICATIONS

PNEUMATIC FLAT COOL + HEAT PRESS MACHINE

CS-661
SINCE 1993

vacuum version shown



PNEUMATIC FLAT PRESS MACHINE

CS-662
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•

•

•

•

•

•

•

•

 Both Hands Push Button Activation for Added Safety

 Digital Pressure and Temperature Interlock

 Vacuum Platform for Precise Positioning

 Selectable Foot Pedal Activation

 Key Locking Supervisor Mode

 Press Travel Limiting Device

 Dual Counters

 Trend Display

INCREDIBLE  SOLUTION  

• Color Touch Screen Control Panel

• PLC controlled

• 3 Zones Temperature Control

o• Even Temperature, Typical 1 C Tolerance Across Bed

• On Screen Pressure Reading

HIGHLIGHTING FEATURES

Power Supply AC 380V 50/60Hz three phase

Power Consumption 7500W

Compressed Air > 0.4 Mpa
 OHeat Temperature Range Room Temperature - 260 C

Press Duration 1 - 999 Seconds

Heat Press Size 1250 x 530 mm

Lower Platform Size 1200 x 500 mm

Overall Dimensions 1350mm(L) x 950mm(W) x 2300mm(H)

Overall Weight 580kg

SPECIFICATIONS

nothing is
impossible

SINCE 1993

vacuum version shown
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•

•

•

•

•

•

•

 Both Hands Push Button Activation for Added Safety

 Digital Pressure and Temperature Interlock

 Selectable Foot Pedal Activation

 Key Locking Supervisor Mode

 Press Travel Limiting Device

 Dual Counters

 Trend Display

INCREDIBLE  SOLUTION  

• Color Touch Screen Control Panel

• PLC controlled

• Consistent Temperature

• On Screen Pressure Reading

HIGHLIGHTING FEATURES

Power Supply AC 220V 50/60Hz single phase

Power Consumption 1200W

Compressed Air > 0.4 Mpa
 OHeat Temperature Range Room Temperature - 260 C

Press Duration 1 - 999 Seconds

Heat Press Size 380 x 100 x R180 mm

Lower Platform Size 300 x 95 x R180 mm

Overall Dimensions 750mm(L) x 400mm(W) x 1215mm(H)

Overall Weight 73kg

SPECIFICATIONS

PNEUMATIC CURVE PRESS MACHINE

CS-667

•

•

•

•

•

•

•

•

 Vacuum Platform Provides Precise and Secure Positioning

 Closed Loop Control of Heat and Cool Press Temperature

 Independent Cooling Cycle for Fast Adhesive Setting

 Independently Adjustable Heat + Cool Pressure

 Color Touch Screen Interface

 Self Leveling Lower Platform

 Water Cooling System

 Ergonomic

INCREDIBLE  SOLUTION  

• Consistent Pressure

• Panel Bonding Ready

• Good for All Fabric

• Software Upgradable

HIGHLIGHTING FEATURES

Power Supply AC 220V 50/60Hz single phase

Power Consumption 3500W

Compressed Air > 0.4 Mpa
OHeat Temperature Range Room Temperature - 260 C

Press Duration 1 - 999 Seconds

Heat Press Size 500 x 300 mm

Lower Platform Size 500 x 300 mm

Overall Dimensions 943mm (L) x 1294mm (W) x 1341mm (H)

Overall Weight 410kg

SPECIFICATIONS

PNEUMATIC FLAT COOL + HEAT PRESS MACHINE

CS-017
SINCE 1993

vacuum version shown
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•

•

•

•

•

•

•

•

 Close Loop Control of Heat Press Temperature

 Color Touch Screen Interface

 Multi-zone Matrix Control

 Vertical Press Motion

 Small Plate Tolerance

 Pull-out Loading Tray

 Production Counter

 Preset Heating Time

•

•

•

•

o Consistent Temperature, only 1 C tolerance

 Uniform Pressure

 Simple to Use

 Good for All Fabric

Power Supply AC 380V 50/60Hz three phase

Power Consumption 12500W 

Compressed Air > 0.4 Mpa
OHeat Temperature Range Room Temperature - 260 C

Press Duration 1 - 999 Seconds

Heat Press Size 1100 x 750 mm

Lower Platform Size 1400 x 900 mm

Overall Dimensions 1800mm(L) x 2000mm(W) x 1400mm(H)

Overall Weight 800 kg

SPECIFICATIONS

PNEUMATIC FLAT PRESS MACHINE

CS-034

•

•

•

•

•

•

•

•

 Vacuum Platform Provides Precise and Secure Positioning

 Closed Loop Control of Heat and Cool Press Temperature

 Innovative Self-correcting Digital Press Leveling System

 Independent Cooling Cycle for Fast Adhesive Setting

 Independently Adjustable Heat + Cool Pressure

o 180  Rotating Heat + Cool Press Action

 Color Touch Screen Interface

 Water Cooling System

INCREDIBLE  SOLUTION  

• Consistent Pressure

• Waterproof Zipper Ready

• Good for All Fabric

• Software Upgradable

HIGHLIGHTING FEATURES

Power Supply AC 220V 50/60Hz single phase

Power Consumption 3200W

Compressed Air > 0.4 Mpa
 OHeat Temperature Range Room Temperature - 260 C

Press Duration 1 - 999 Seconds

Heat Press Size 1000 x 100 mm

Lower Platform Size 1000 x 100 mm

Overall Dimensions 1960mm (L) x 1200mm (W) x 2270mm (H)

Overall Weight 495 kg

SPECIFICATIONS

PNEUMATIC SEWFREE ZIPPER PRESS MACHINE

CS-630

INCREDIBLE  SOLUTION  HIGHLIGHTING FEATURES

SINCE 1993



CS series

Frame Code 

Construction

A  Standard 

B  Bottom Heat 

V Vacuum Version 

Upper Mold

A1 Up-down 

A2 Up-down (double) 

D1 Manual Swing 

D2 Manual Swing (heat/cool) 

F2 Auto Flip (heat/cool) 

H1 Auto Move Head 

S2 Auto Retract (heat/cool) 

Lower Mold

A1  Single Station 

C3 Carousel (3 Stations) 

T2 Manual Movable (2 Stations) 

M2 Non Movable (2 Stations) 

R2 Rotating (2 Stations)

Length specifier  

Refer to given chart 

Width specifier 

Refer to given chart

CS-652 spec A-A1T2-020015

Selection 
Guide
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# Number of lower platform

F Flat press

C Curve press

V With vacuum suction

H + C Heating& cooling

E Economy version
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CS-651 spec A-A2R2-075066 75 x φ66 3" x φ2.5 2 φ63 1500

CS-652 spec A-A1A1-020015 203 x 152 8" x 6" 1 • • φ63 1000

CS-652 spec A-A1T2-020015 203 x 152 8" x 6" 2 • • φ63 1000

CS-653 spec A-D1A1-020015 203 x 152 8" x 6" 1 • φ63 1000

CS-653 spec A-D1M2-020015 203 x 152 8" x 6" 2 • φ63 1000

CS-654 spec A-A1A1-030030 300 x 300 12" x 12" 1 • • φ100 1200

CS-654 spec A-A1T2-030030 300 x 300 12" x 12" 2 • • φ100 1200

CS-654 spec A-A1A1-040040 400 x 400 16" x 16" 1 • • φ100 2600

CS-655 spec A-A1A1-030030 300 x 300 12" x 12" 1 • φ100 1500

CS-655 spec A-A1T2-030030 300 x 300 12" x 12" 2 • φ100 3000

CS-655 spec V-A1A1-030030 300 x 300 12" x 12" 1 • • φ100 1500

CS-655 spec A-A1A1-040040 400 x 400 16" x 16" 1 • φ100 2600

CS-656 spec A-A1A1-078038 780 x 380 30" x 15" 1 • φ160 3600

CS-656 spec V-A1A1-078038 780 x 380 30" x 15" 1 • • φ160 3600

CS-656 spec A-A1A1-100030 1000 x 300 40" x 12" 1 • φ160 3600

CS-657 spec A-A1A1-078038 780 x 380 30" x 15" 1 • • φ160 3600

CS-659 spec V-A1A1-090007 900 x 70 36" x 3" 1 • • φ80 2160

CS-660 spec V-A1M2-090007 900 x 70 36" x 3" 2 • • φ125 3000

CS-661 spec A-F2A1-020015 203 x 152 8" x 6" 1 • • φ80 1000

CS-662 spec A-A1A1-120050 1200 x 500 48" x 20" 1 • φ200 6000

CS-662 spec V-A1A1-120050 1200 x 500 48" x 20" 1 • • φ200 6000

CS-664 spec A-D1A1-036013 360 x 130 15" x 5" 1 • • φ63 1000

CS-665 spec A-A1A1-060012 600 x 120 24" x 5" 1 • φ100 1600

CS-667 spec A-A1A1-R30009 300 x 95 12" x 4" 1 • φ80 1200

•

CS Series - Selection Guide Chart

 Model Specifications Working Area # F C V H+C E Cylinder Total 
size power

mm inch mm watt

SINCE 1993

Heat Press
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•

•

•

•

•

•

•

 Adjustable In/out Water Flow Rate

 Quick Release Hand Clamp

 Direct Pressure Read Out

 Recycling Water Supply

 Slant Test Platform

 Hand Free Testing

 Digital Timer

Power Supply AC 220V 50/60Hz single phase

Power Consumption 500W

Pressure Range 0 - 6 PSI

Overall Dimensions 1000mm(L) x 500mm(W) x 1350mm(H)

Overall Weight 40kg

SPECIFICATIONS

HYDROSTATIC TESTER

HT-309

•

•

•

•

•

•

•

 Adjustable In/out Water Flow Rate

 Quick Release Hand Clamp

 Direct Pressure Read Out

 Recycling Water Supply

 Slant Test Platform

 Hand Free Testing

 Digital Timer

INCREDIBLE  SOLUTION  

• Consistent Pressure

• Simple to Use

• Good for All Fabric

HIGHLIGHTING FEATURES

Power Supply AC 220V 50/60Hz single phase

Power Consumption 700W

Pressure Range 0 - 30 PSI

Overall Dimensions 1000mm(L) x 500mm(W) x 1350mm(H)

Overall Weight 61kg

SPECIFICATIONS

HYDROSTATIC TESTER

HT-330

INCREDIBLE  SOLUTION  

INCREDIBLE  SOLUTION  

• Consistent Pressure

• Simple to Use

• Good for All Fabric

SINCE 1993
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WE CAN OFFER CONSULTANT 

SUPPORT, CUSTOM MADE 

MACHINE DESIGN, OEM 

MACHINE MANUFACTURING, 

ETC. DEPENDING ON 

CUSTOMERS' REQUIREMENT. 

NOW, WE HAVE OVER 

THOUSAND OF CUSTOMERS 

AND SEVERAL HUNDRED OF 

INSTALLATION SITE ALL OVER 

THE WORLD.

our journey 
continues.... 

SINCE 1993
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